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Dngt REV. DESCRIPTION DRAWN CHECKED APPROVED
- j A NEW RELEASE JLZ 09/06/23 e
0 |1
IE |1
—1150 |1 68 Ref

PD |1
R&D|1
SD |1 r Notes:
K U Specifications:
Qc |1 I IS 1. Contact Resistance: 0.5mQ Max.
QE |1 = 2. Insulation Resistance: 1000MQ Min.

§5¢ [j D 3. Dielectric Withstanding Voltage: 8000V AC(rms)
sB2s For 1 Minute.
oes? 4. Current Rating: 30A or 50A.
§5°%y 5. Voltage Rating: 1500V DC rms.
g% 6. Temperature: -40°C~+85°C.
g 7. Cable size: 2.5/4/6/10mm?2.
$283 ‘ H U 8. Waterproof rated: IP67.
L2088 Materials:
;ggi Stamping Pin Machine Pin 1. Insulating material: Thgrmoplastic,UL 94 V-0.
2928 2. Contact: Red Copper,Tin plated.
8702 3. Fingers: Berryllium Copper, Tin Plated.
Teks 4. Clip: Stainless Steel.
2850 Female 5. Sealing: Silicone rubber,Black.
13 Product Number Code:
Sooo 66 rof DS1162-21 — X X X X X X
£887 re s e
53 gg L Current Type
2585 1: 30A(Stamping Pin)
E%gg I 2: 50A(Machine Pin)
23 g; Packing Type
E“fg e 1: Mix packing(Female+Male/Bag)
2 gu:: 2: Separation packing(Female/Bag or Male/Bag)
5122 —— Q:N*Female/Bag+N*Male/Bag+N*Male Contact/Bag
5.3° +Female Contact/Bag
g 2, Housing color
§=¢ B: Black
‘é?gé Contact plating
488 ol 6: Tin
zgég Q% -Ill—l Mounting type
CgEe ) ) C: Locking type
HE . ’ Machine Pin
g838% Stamping Pin Connector type
f“ifé) F: Female M: Male
go=s A: Female+Male
§g22
;;“ GENERAL TOLERANCE| ANGLE TOLERANCE | PROJECTION | @—&F [TITLE| Solar Connectors Wire to Wire
2355 W/ Lock Type (1500V
3ot X. +0.60 X. +5° UNITS mm / ype ( )
é?; X +0.38 X +3 SHEET SIZE SERIES ‘ DS1162—21 SERIES
siof XX £0.25 XX k2
3 DRAWING TYPE |CUSTOMER E #ﬂ EE % ﬁ IKE |
s 33 SCALE 1:1 [SHEET [1 OF 2
i (Series Image-Reference Only) DRAWING NO. [C-DS1162-21xxxxx—a | €@NAFLY CONNFLY ELECTRONIC CO. LTD
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DEF’& REV. DESCRIPTION DRAWN CHECKED APPROVED
- 1y A NEW RELEASE JLZ 09/06/23 R
EE 58 Ref
IE |1
—Is0 |1
PD |1 EN 3
R&D 1 Cj D D Notes:
SD |1 g not disconnest under load § Specifications:
QA T () 1. Contact Resistance: 0.5mQ Max
Qc |1 ™ ] . _ : : 0. -
EE *|.|‘ 2. Insulation Resistance: 1000MQ Min.
5% 3. Dielectric Withstanding Voltage: 8000V AC(rms)
295% For 1 Minute.
Uig 4. Current Rating: 30A or 50A.
£33 - 5. Voltage Rating: 1500V DC rms.
oL ﬁiﬁiﬁiilll\-; | | H ] 6. Temperature: -40°C~+85°C.
i £ e ([l B — 7. Cable size: 2.5/4/6/10mm?,
EpE - - 8. Waterproof rated: IP67.
i Stamping Pin Machine Pin Materials:
ﬁEZ“ 1. Insulating material: Thermoplastic,UL 94 V-0.
35°s 2. Contact: Red Copper,Tin plated.
%agg 3. Fingers: Berryllium Copper, Tin Plated.
238% 4. Clip: Stainless Steel.
“— 28 5. Sealing: Silicone rubber,Black.
ggts Female 53.7 Ref Product Number Code:
2348 DS1162-21 — X X X X X X
i;éé L Current Type
51.8 — A:30A(Stamping Pin)
2ts, B:50A(Machine Pin)
0832 § Packing Type
23 g; 1: Mix packing(Female+Male/Bag)
EUEE — 2: Separation packing(Female/Bag or Male/Bag)
2 g% Q:N*Female/Bag+N*Male/Bag+N*Male Contact/Bag
gk2s +Female Contact/Bag
ey Suggested Panel Opening Housing color
ist B: Black
8dz¢ Contact plating
2enE = 6: Tin
B mME—=—d CI][ = ] Mounting type
j; %E V: Panel type
Ses ; Connector type
LLGE Female Contact Machine Contact
£ege F: Female M: Male
é‘” 58 A: Female+Male
§s22
;;“ GENERAL TOLERANCE| ANGLE TOLERANCE | PROJECTION | @—&F [TITLE| Solar Connectors Wire to Board
2355 W/ Lock Type (1500V
3ot X.  £0.60 X, x5 UNITS mm / ype )
é?; X +0.38 X +3 SHEET SIZE SERIES ‘ DS1162—21 SERIES
siof XX £0.25 XX k2
3 DRAWING TYPE |CUSTOMER JT?(A #ﬂ EE % ﬁ IKE |
5 Uéﬁ (Series Image-Reference Onl SCALE 1:1 SHEET | 2 OF 2
9 ) SRAWING 10, chsm‘ezfzwf‘xxxxfo connFLy CONNFLY ELECTRONIC CO. LTD
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